
Rel iable State-owned Enterpr ise��Del iver Solar Power since 1960s

435W / 440W
445W / 450W / 455W

* Copyright@2018V3 Plus Specifications are subject to change without further notification

Monocrystalline

 

Module Efficiency:
20.4%

No.of Cells:
144 (6 × 24)

Weight:
24.5kg

Dimensions:
2115mm×1052mm×35mm

HT72-166M-xxx(xxx=435-455 in step of 5W)

Big Size: Cell 166*83

Design of Water
Leakage Trough

(Optional)

IEC61215: 2016.IEC61730: 2016 Latest Standard
IS09001, IS014001 and OHSAS18001, 

meeting the highest international standards
Strict quality control

Com prehensive and first -rate
c ert if ic at ion system

 

Designed for high 
volt age systems of up 
t o 1500 VDC,  inc reas-
ing t he st ring length 
of solar systems and 
saving on BoS c ost s                   

Ent ire  m odule 
c ert if ied t o w it h 

  
  

2%

All t he m odules are 
sort ed and pac kaged 

by amperage, reduc ing 
m ism atch losses and 
m ax im izing system 

output .

12Ys
Produc ts
Warranty

25Ys
Warranty on 
pow er output

5W
Posit ive t olerance 
0/+5w  guaranteed

EL
Mic roc rack  resist ant

Double glass st ruc ture 
enhance reliabil i t y, 

t r iple EL t ested  of high 
qualit y c ont rol.

Half c ut  cell t echnolo-
gy c an reduce t he 

int ernal pow er loss 
and improve compo-
nent  overall pow er. 

Ex cellent  heat  
dissipat ion avoids hot  

spot  produc t ion.

9B B The opt im ized 
number and w idth of 

main gate l ines,
Max im ize t he l ight  
receiving area of 
c omponents and

Reduce c om ponent  
pow er c onsumpt ion

Shanghai  Aer ospace Aut omobi l e

El ect r omechanical Co., Ltd.

websi t e: www.ht-saae.com

Factory : 
Lianyungang ShenZhou New Energy Co., Ltd.
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2400Pa/1.5 Wind
2400Pa/1.5 Snow

stand extreme

Made in China


